
SVR9008HD
960H H.264 Real Time Recording DVR

Features:
• Real time H.264 compression video data 
• 960 x 480 Live viewing resolution
• 960H real time recording
• Bolide DDNS built-in
• Motion alarm and video loss alarm
• Multiple record mode
• System self-recovery after power loss 
• Supports IR remote control and PTZ control
• Backup HDD data via USB 2.0 port
• VGA output and HDMI support
• Free DDNS service from Bolide
• Supports iPhone, Android

ISO 9001:2008
Certified
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For more information or technical support, please call (909) 305-8889 or log on to www.bolideco.com
468 South San Dimas Avenue, San Dimas CA 91773 | Tel: (909) 305-8889 Fax: (909) 305-0999

Bolide Technology Group makes no representation concerning the legality of certain product application. We encourage you to check and comply with all applicable local state, and federal laws. 
Specification and availability are subject to change without notice. All trademarks, registered trademarks, and names are the property of their respective owners.
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Model Number SVR9008HD
Image Compression H.264
Video System NTSC / PAL
Operating System Linux Embedded
Video Input 8CH input BNC

Video Output 1CH output BNC
Audio Input/Output 8CH input / 1CH output BNC
Display Resolution 960 x 480 @ 30fps Real Time
Display Mode Single / Quad / S.E.Q. / Nine
Record Resolution D1 Mode: 360x240 (CIF) / 720x240 (HD1) / 720x480 (D1)

960H Mode: 480x240 (WCIF) / 960x240 (WHD1) / 960x480 (WD1)
Record Frame Rate 30fps @ D1 and 960H (each channel)
Record Mode Continuous / Manual / Motion Detection / Alarm Activated
Playback Channel 1 - 8 Ch
Playback Speed 30fps @ D1 and 960H (each channel)
Sensor & Alarm In/Out 8CH sensor input / 1CH alarm out
Network Static, DHCP, Bolide DDNS
HDD Interface 1 SATA HDDs, up to 4TB
Multiplex Operation Live Display / Record / Playback / Backup and Network
USB 2 x USB (Mouse and Backup)
PTZ Control Built-in RS485, support Pelco P&D
Mobile Surveillance Support Windows Mobile, Symbian, iPhone, Blackberry and Android OS
VGA 800x600 / 1024x768 / 1280x1024 / 1440x900 / 1920x1080
HDMI 1080p
Power 12VDC 2A
Dimension 12.5” x 9.3” x 2.4”

Specification:


