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• OPERATES OVER 500M ON STANDARD RG59 COAX

CABLE

• BUILT-IN LAUNCH AMPLIFIER WITH GAIN AND LIFT

CONTROLS FOR CABLE LOSS COMPENSATION

• 20MA CURRENT LOOP CONTROL OPTION

• IP67 ENCLOSURE

Type drx400d.c

• 8 LOCAL ALARM INPUTS CALL UP PRESETS 1-8,

1 ALARM OUTPUT

• D.C. OUTPUT FOR PAN & TILT MOTOR BRAKES

• ALARM OUTPUT ACTIVATED EITHER ON ALARM OR

DELAYED UNTIL REACHES PRESET POSITION

• /24 = 24VA.C. OUTPUT (DRX300 & 400)

• /PCB = PCB ONLY OPTION FOR DRX300 AND

DRX400

The drx series receivers are ideal for
controlling pan, tilt and zoom Cameras for
a wide range of applications. Receivers are
available as standard in IP67 enclosures or
in PCB format.

Type drx300 The type drx300 receiver
controls pan, tilt and lens functions with a
single selectable auxiliary output.
Telemetry signals are via the coax or
twisted pair 20mA current loop.

Type drx400 The type drx400 receiver
is similar to the drx300 but has 16 presets
simply set up from the control unit and 
4 auxiliary outputs.

Type drx400d.c. The type drx400d.c.
receiver is a d.c. unit with up to 
16 programmable presets depending on
transmitter, with 2 patrol modes and 
12 V d.c./230 V a.c. camera outputs.

benefits

Telemetry Receiver

build options



Specification All Dimensions in millimetres
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Type drx300-II/400-II/400d.c.
Telemetry Receiver

The manufacturer reserves the right to change the specification without notice.
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10
8

Box Size

TYPE DRX300 TYPE DRX400 TYPE DRX400D.C.

POWER SUPPLY 230 V, 50 Hz or 110 V, 60 Hz (230 V Std.) IEC connector provided

MAX LOAD 5 Amp at 230V

CURRENT DRAW 10VA maximum 100VA maximum

VIDEO INPUT 1 V P-P 75W terminated input via BNC socket

VIDEO OUTPUT 1 V P-P to 4 V P-P adjustable with H.F. lift

PRESET No presets 16 programmable presets depending on transmitter

TEMPERATURE -10ºc +40ºc
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