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VMM-9/3
9" (23cm) B/W Monitor, Dark switch
function, 1000 TVL, 90-254VAC

Art-No. 90338

Features

9" Picture Tube

Resolution of 1000 Horizontal Lines

Loop-through Connection

CCIR/EIA Switchable

Dark Switch Function

Universal Voltage Input: 90 to 254VAC, 50/60Hz

Plugable Mains Input

Rugged Metal Housing

Specifications

Screen size 9" (23cm)

Screen size (visible) 22cm

Video standard CCIR (EIA)

Scanning frequency range H/V 15625 / 50Hz

Horizontal resolution 1000 TV lines

Video input 1x 0.5-2.0Vp-p, CVS loop-through input, automatic 75
Ohms termination

Synchronization Internal

Dark switch function Switches screen dark at signal loss

Connectors Video loop-through input (BNC), Mains input socket

Operations (Front part) V-Hold, H-Hold, Brightness, Contrast, Power ON/OFF

LED indication Power-ON

Operations (back part) V-Height, Linearity, CCIR/EIA switcher

Supply voltage 100V ~ 240VAC +/-10%, 50/60Hz

Power consumption 22W

Temperature range -10° to +40°C

Housing Steel (with plastic front)

Colour Light grey

Dimensions (HxWxD) 234x220x248mm

Weight 4.3kg
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VMM-9/3

Product Information

For UK and Ireland, EDP no. 90346 should be ordered

VIDEOR TECHNICAL E. Hartig GmbH
Carl-Zeiss-Straße 8 · 63322 Rödermark · Germany
Telefon +49 (0) 60 74/8 88-0 · Telefax +49 (0) 60 74/8 88-100
info@videortechnical.com · www.videortechnical.com
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