
 
 
Product information 
 

 

 

 FH 7517 TVS 17“ TFT monitor
 

 

 

Specifications Wall mounting accessories 

 

 

 
BA DW 151 – wall mount arm 
with gas spring 

BA DW 170 – wall mount arm 
with 3-axis adjustment 

Specifications Specifications 

Material: iron / plastic, powder-coated 
Colour: black 
Length: 569 mm 
Weight: 3,95 kg 
Max. loads: 8 kg 
Application:  
with FH 7515 TVS and FH 7517 TVS 
 

Material: iron / plastic, powder-coated 
Colour: black 
Distance to monitor: 142 mm 
Weight: 1,25 kg 
Max. loads: 12 kg 
Swivel:  
left & right and upwards & downwards 180°, 
LCD monitor swivel 270° 
 
Application:  
with FH 7515 TVS and FH 7517 TVS 

  

BA DW 161 – wall mount arm 
without gas spring 
 

BA DW 171 – wall mount arm 
with 2-axis adjustment 

Specifications Specifications 

 
LCD panel: 17“ TFT 
Pixel distance: 0,264 x 0,264 mm 
Effective display area: 337,92 x 270,34 mm 
Reaction time: 15ms standard 
Contrast ratio: 500:1 
Brightness: 250 cd / m² 
Screen colours: 16,7 mio. 
Video input: analog VGA-compatible RGB, 15-pin Sub-D  
S-video mini DIN  
1 video input 1 Vp-p FBAS, BNC with loop-through output BNC 
 
Resolution: 1280 (H) x 1024 (V) SXGA 
Horizontal frequency: 30 ~ 80 KHz 
Vertical frequency: 50 ~ 75 Hz 
Setup: multilingual, on-screen 
Audio: 2 audio inputs, cinch 
 
Power source: 110 ~ 240 V AC 
Power consumption: 35 W max. 
 
Operating temperature: 0°C ~ +45°C 
Colour casing: black 
Mounting: stand base (standard), wall mounting with  
BA DW 151, BA DW 161, BA DW 170, BA DW 171 
 
Dimensions:  
400 (W) x 330 (H) x 61,7 (D) mm without stand base  
400 (W) x 400 (H) x 181,1 (D) mm with stand base 
 
Weight: 6,0 kg 
 

Material: iron / plastic, powder-coated 
Colour: black 
Length: 560 mm 
Weight: 3,5 kg 
Max. loads: 8 kg 
Application:  
with FH 7515 TVS and FH 7517 TVS 
 

Material: iron / plastic, powder-coated 
Colour: black 
Distance to monitor: 115 mm 
Weight: 1,05 kg 
Max. loads: 12 kg 
Swivel:  
left & right or upwards & downwards 180°, 
LCD monitor swivel 270° 
 
Application:  
with FH 7515 TVS and FH 7517 TVS 

 


