
ZC-DT5000 VANDAL-RESISTANT DOME SERIES
Super High Resolution Colour & Colour/Monochrome Vandal-resistant DomesCameras
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� Vandal-resistant

� IP66

� 1/3" IT CCD

� Super high resolution 540 TVL

� Integrated computar varifocal lens

� Impressive colour reproduction

� Digital signal processing

� Backlight compensation

� Automatic gain control

� Flexible mount options with a 3-axis gimble 

The ZC DT range of external vandal-resistant domes is the external version of
the very popular ZC D and ZC DN range of super high resolution domes. Like
the other models, the external vandal-resistant versions come in a range of lens
options and also colour or colour/mono true day/night dome cameras.

The external units are waterproof and sealed to IP66 and can be surface
mounted. There is also a range of alternative mounting options if required.

The ZC-DT2029PHA super high resolution colour dome offers a varifocal option
of 2.9-8.2mm. The ZC-DNT5212PHA is a super high resolution colour/mono
true day/night dome that offers a varifocal option of 2.8-12mm and the 
ZC-DNT5840PHA is a super high resolution colour unit that offers a varifocal
option of 8.5-40mm.

Swan Neck Bracket
Page 23

WL Lamps
Page 51

ZC DT5029PHA Super High Resolution External Colour Dome Camera c/w 2.9-8.2mm Varifocal Lens

ZC DNT5212PHA Super High Resolution External True Day/Night Colour/Mono Dome Camera c/w 2.8-12mm Varifocal lens

ZC DNT5840PHA Super High Resolution External True Day/Night Colour/Mono Dome Camera c/w 8.5-40mm Varifocal lens

Perfect Partners
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Ordering Codes:

Model ZC-DT5029PHA ZC-DNT5212PHA ZC-DNT5840PHA

TV System PAL PAL PAL
Focal Length 2.9-8.2mm 2.8-12mm 8.5-40mm
Maximum Aperture F1.0 F1.3 F1.3
Minimum illumination 0.83 lux 0.94 lux 0.94 lux
Image sensor 1/3" Interlace CCD 1/3" Interlace CCD 1/3" Interlace CCD
Resolution (horizontal) 540 TVL 540 TVL 540 TVL
Power Supply 12V DC/24V AC 12V DC/24V AC 12V DC/24V AC
Power consumption 4.2 Watt (max) 4.2 Watt (max) 4.2 Watt (max)
Dimensions (mm) 170(D) x 130(H) 170(D) x 130(H) 170(D) x 130(H)
Weight 1200g 1200g 1200g



ZC D4000 & ZC D5000 RANGE OF ACCESSORIES

ZC D4000 RANGE

ZC D5000 RANGE

Internal & External Dome Accessories Cameras
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Internal

Internal gooseneck arrangement

Ordering Codes:
ZCA-GN400W

ZCA-DMA400W 

Wall-mounted Gooseneck bracket 

and Adaptor

Internal flush mount 

Ordering Codes:
ZCA-FMA400W

Internal corner mount

Ordering Codes:
ZCA-CMA400W

Internal pendant mount

Ordering Codes:
ZCA-DMA400W

(pole not included)

Test lead

Ordering Codes:
ZCA-SM400

Internal quick install pipe 

Ordering Codes:
ZCA-QIP

External pendant mount

Ordering Codes:
ZCA-DMA400W-T

(pole not included)

External gooseneck arrangement

Ordering Codes:
ZCA-GN400W

ZCA-DMA400W-T  

Wall-mounted Gooseneck bracket 

and adaptor

External

Internal gooseneck arrangement

Ordering Codes:
ZC5-WM1

Wall-mounted gooseneck bracket

Internal pendant mount

Ordering Codes:
ZC5-PM1

(pole not included)

Internal

External gooseneck arrangement

Ordering Codes:
ZC5-WM2

Wall-mounted gooseneck bracket 

External  pendant mount

Ordering Codes:
ZC5-PM2

(pole not included)

External vandal-resistant dome housing 

Ordering Codes:
ZC-OH5

External


