
SCC-931T  

• Polycarbonate dome cover that is highly resistant to 
external shocks and willful acts of vandalism

• Water resistant and dust resistant ( IP66) 
• 1/4" Super HAD CCD 410K/470K
• 12X Optical Zoom Lens / 10X Digital Zoom
• Minimum scene illumination : 0.005 Lux
• RS-485 Remote Control 
• AC24V / DC12V 
• SADT-101WM : Wall-mountable bracket (white) (optional)

SAMSUNG ELECTRONICS CO., LTD.
Digital AV Division
VSS marketing, 416, Maetan 3 Dong, YeongTong-Gu, Suwon City, Kyeonggi-Do, Korea, 443-742
Tel: +82-31-277-3342~3347 Fax: +82-31-277-6597 www.samsungsecurity.com

* Design and specifications are subject to change without notice.

Specifications

Model SCC-931T SCC-931TP
Imaging Device 1/4" Super HAD CCD

Effective Pixels 768(H)x494(V) 752(H)x582(V)

Scanning Method 2:1 Interlace

Horizontal Resolution 480 TV Lines

Synchronization Method Internal/Line lock

Signal Output VBS 1.0Vp-p, 75ohm, BNC

S/N Ratio 52dB

Minimum Scene Color 0.005(Sens up 128X,15IRE)Lux

Illumination B/W N/A

Lens Zoom Ratio 12X Optical, 10X Digital

Focal Length 3.6 ~ 43.2mm

Viewing Tele 4º.7'(H) x 3º.6'(V)

Angle Wide 52º.8'(H) x 40º.3'(V)

Functions Shutter Speed Off ~ 1/10,000 sec

Sens Up Max 128X (Auto/FIX/Off)

Motion Detection On/Off

Focus AF/OneAF/Manual

White Balance ATW / AWC / Manual

Remote Control RS-485(Half duplex)

Power Requirment AC24V / DC12V compatible

Weight 1,000g

Dimensions 132(ø) x 95.3mm(D)

Anti Vandal Dome Camera

Dimensions (unit:mm)


