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SAMSUNG VIDEO SECURITY SYSTEM  I CONTROLLERS

| Dimensions (unit:mm)

SSC-1000
System Controller

| Specifications
• Long-range control (max: 1.2km) through the RS-485 communication

• Smartdome camera (SCC-C6407, C6405, 643A, 641),

built-in zoom lens camera (SCC-C4207, C4205, C4203A, C4201),

receiver unit (MRX-1000) control

• Up to 128 smartdome cameras can be controlled at once

• Multiple system controllers can be used (up to 8 units)

| Features

Communication Signal RS-485
Port Connector-Type Modular-Type x2, D-Sub x1

Baud Rate 4,800/9,600/19,200/38,400 bps
Display LCD 20X4 Line

LED Menu, Preset, Pattern, Scan, Auto-Pan, Reset(Alarm)
Switching & Pan/Tilt & Pan : Left/Right 
Control Lens Control Tilt : Up/Down

Iris : Open/Close
Focus : Far/Near
Zoom : Tele/Wide
Preset, Auto pan, Scan, Pattern

External Device Control Aux1, Aux2, Aux3, Aux4
Power Requirment DC9V, 600mA
Weight 1.1Kg
Dimensions 315mm(W) x 65mm(H) x 205mm(D)

Model SSC-1000

| Dimensions (unit:mm)

SSC-5000

TFT Color LCD Touch Screen
System Keyboard

• Dome camera & DVR control 

• 4.3" TFT color LCD touch panel 

• 3D joystick ( pan / tilt / zoom control )

• Jog shuttle ( DVR playback control )

• Pan/tilt & lens control (iris, focus, zoom)

• Multiple camera protocol support 

• 2 ports RS-485 control interface 

• USB 2.0 interface for S/W upgrade 

| Features

Model SCC-B5310  SCC-B5311 SCC-B5313 SCC-B5315

| Specifications

Communication Port Interface
Display LCD Panel 4.3" TFT LCD Panel + Touch Panel

Effective Display Area : 95.040(H) x 53.856(V)mm
Number of Dots : 1440(H) x 272(V)
Dot Pitch : 66.0(H) x 198.0(V)

LED Monitor, Camera, DVR
Switching & Pan/Tilt & Pan : Left/Right, Tilt : Up/Down
Control Lens Control Iris : Open/Close, Focus : Far/Near

Zoom : Tele/Wide
Preset, Auto Pan, Scan, Pattern

DVR Control SW : RW, Stop, Play, FF, Rec
Jog/Shuttle : Forward/Reverse
Play/Reverse Play/FF/RW

Power Requirment DC12V
Weight 1.415Kg 
Dimensions 428(W) x 137(H) x 199(D)mm

Model SSC-5000

NEW


