
SVD-7012
• 7” wide color TFT LCD
• Door answering & monitoring
• Door release (common, households)
• Intercom call with a sub audio handset

Video Door Phone

www.samsungsecurity.comFIRST EDITION 09-2010

Home Network & Security
Smart video door phone



The Eco mark represents 
Samsung Techwin’s will to create 
environment-friendly products,and indicates 
that the product satisfies the EU RoHS Directive.

Video Door Phone

SVD-7012
Specifications

System Configuration

Dimensions Mounting Diagram

Design and specifications are subject to change without notice.
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Cabling Method

Input
 Voltage

Power Consumption

 Current

Output Voltage

Power Current

 Size
Display

 Visible Angle

Video Scan Type 

Installation 

 Door Camera
Compatible

 Lobby Phone
Products

 Sub Audio

 (Standard Cable)

 VDP-Camera
Wiring

 VDP-Door Lock
Distance

 VDP-Master Panel

 VDP-Sub Audio

 Door Camera

 Door Lock

Expandability Master Panel

 Sub Monitor

 Sub Audio

Communication 

On-screen When answered

Duration When not answered

 Silk Print

Language Manual

 Packing Box

Temperature

Dimension 

Weight 

Video Door Phone

Master Panel

Sub Audio Phone

270mm 33mm

16
4.
5m
m

Video Door Phone

Master Panel

Sub Audio Phone

270mm 33mm

16
4.
5m
m

Video Door Phone

Master Panel

Sub Audio Phone

270mm 33mm

16
4.
5m
m

*Expandable up to 1 Video Door Phone 
  and 2 Door cameras

Compatible Products
                               Door Camera                             Master Panel

SVC-0271M SVC-0270P SVS-0001 SVM-0200/0400/0600/0800

SVD-7012

Star Type

110~240V AC, 50/60Hz (SMPS)

10W

1A

13V DC

1.2A

7" Color TFT LCD

Horizontal : ±50˚, Vertical : +30˚/-50˚

NTSC / PAL (Composite)

Wall mounting

SVC-0270P/0270M/0271M

SVM-0200/0400/0600/0800

SVS-0001/0001C

Ø 0.65mm

50m (4 Wires)

50m (2 Wires)

100m (4 Wires)

50m (4 Wires)

2

2

1

1(Main)

1

Hand-free

3 minutes

1 minutes

Image only

English / French / German / Spanish / Italian / Russian / Turkish

English

0 ~ 45°C

270 x 164.5 x 34 mm

900g

SVC-0270M


