
Digital Video Security System   75

Specifications

Camera
Input

Loop Out

VCR
Input

Output

Composite

Monitor S-VHS

VGA

Alarm
Input

Output

Operating Temperature

Division

Power Consumption

Voltage

Dimension

Weight

16ports (BNC, CVBS)

1port (BNC, CVBS)

16ports (BNC, CVBS)

16ports (BNC, CVBS)

16ports (BNC, CVBS)

1port (Mini-Din, S-VHS)

1port (DB15-3R, RGB)

16ports (DB15-3R, TTL Drive)

1port (DB15-3R, Dri Contact)

-10℃ ~ +50℃

4, 8, 9, 10, 13, 16 Division

20W

DC12V 1.5A~18V 1A

430(W) × 44(H) × 285(D)

3Kg

General Spec KMP-1216

Specifications

Camera
Input

Loop Out

VCR
Input

Output

Composite

Monitor S-VHS

VGA

Alarm
Input

Output

Operating Temperature

Division

Power Consumption

Voltage

Dimension

Weight

9 ports (BNC,CVBS)

9 ports (BNC,CVBS)

1port (BNC, CVBS)

1port (BNC, CVBS)

3 ports (BNC,CVBS)

1port (Mini-Din, S-VHS)

1port (DB15-3R, RGB)

9ports (DB15-3R, TTL Drive)

1port (DB15-3R, Dri Contact)

-10℃ ~ +50℃

4, 8, 9, 10, 13, 16 Division

20W

DC12V 1.5A~18V 1A

430(W) × 44(H) × 285(D)

3Kg

General Spec KMP-1209

KMP-1209 MULTIPLEXER

Outward Appearance

Specifications

KL-2810D VARIFOCAL LENS

CCD Type

Focal Length

Lens Mount

MaxAperture Ratio

Iris

Rear Focal Length

Flange Back Length

Angle of View

Operation

Operating
Voltage

Operating Temperature

Dimension

Weight

D

H

V

Iris

Focus

Zoom

Open

Close

1/3� 1/4�

1/3�

2.8~10.0mm

CS Mount

1 : 1.4 ~ 360

Auto Iris

7.8 ~ 17mm

12.5mm

Auto(F1.4 ~ 360)

Manual

Manual

4.0V

0.5V

-20℃~ +50℃

57.2(L) × 40.0(W) × 46.0(H)

65g

General Spec KL-2810D

(Unit : mm)

115.8° ~35.3°

93.7° ~28.3°

70.6° ~21.2°

87.9° ~26.5°

70.6° ~21.2°

52.9° ~15.9°

Outward Appearance

Specifications

CCD Type

Focal Length

Lens Mount

MaxAperture Ratio

Iris

Rear Focal Length

Flange Back Length

Angle of View

Operation

Operating
Voltage

Operating Temperature

Dimension

Weight

D

H

V

Iris

Focus

Zoom

Open

Close

1/3� 1/4�

1/3”

3.5~8.0mm

CS Mount

1 : 1.4 ~ 360

Auto Iris

8.4 ~ 14.2mm

12.5mm

Auto (F1.4~360)

Manual

Manual

4.0V

0.5V

-20℃~ +50℃

45.3(L) × 39.0(W) × 45.0(H)

57g

General Spec KL-3580D

(Unit : mm)

101.7° ~ 44.3°

80.7° ~ 35.4°

60.0° ~ 26.5°

76.2° ~ 33.2°

60.5° ~ 26.5°

45.0° ~ 19.8°

KL-3580D VARIFOCAL LENS
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KMP-1216 MULTIPLEXER




