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New Standard
The SAVER passive infrared detector offers a 
more economical means for experiencing
Optex’s leading sensing technologies.
 
SAVER delivers high catch performance 
through a dense Quad detection pattern, 
while the newly designed CORE platform 
delivers exceptional environmental stability. 
Suitable for commercial or residential
applications, SAVER protects reputation and 
other valuables.



No. 75123-00-15747-1112

Model SAVER

Ambient  temperature (˚C)

Temperature compensation
sensitivity of Optex detectors

35 37

Human body
temperature(˚C)

Detection method
Coverage

Detection zones
Mounting height
LED alarm indicator

Alarm period
Alarm output

Tamper switch
Sensitivity/range
Warm up period

Power input
Current draw
Dimensions

Weight
Operating

temperature
Environmental

humidity
RF interference

Passive infrared
12m x 12m(40ft x 40ft) 85°wide

78 zones
1.5 to 2.4m (5 to 8ft)
Switchable ON/OFF

Approx. 2.5 sec
N.C., 24VDC 0.2A max.

N.C., Open when cover is removed.
Switchable LOW/MID/HI

Approx. 30 sec
9.5 to 16VDC

8mA(normal), 11mA(max.) at 12VDC
93.4mm x 61.4mm x 46.0mm <HxWxD>

Approx. 70g

-20°C to +50°C(-4°F to +122°F)

95% max.

No alarm 10V/m

Unit:mm(inch)

61.4(2.4) 46(1.8)

93.4(3.7)

It automatically increases the detector’s sensitivity 
under high temperature conditions, especially 
where the background temperature ranges
from 35-37°C(63‐67°F), close to
that of the human body.

■ TOP VIEW

■ SIDE VIEW
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18m long range lens：FL-60N
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Anti-insect design Sensitivity
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ADVANCED TEMPERATURE
COMPENSATION LOGIC

ADVANCED SEALED OPTICS

SPECIFICATIONS DIMENSIONSCOVERAGE

BASIC PERFORMANCE OPTION

12m1086420

2.4m

QUAD TECHNLOGY

SILENT OUTPUT NOISE REDUCTION

SAVER’s new ECO 
PLATFORM
Includes a silent non 
mechanical relay providing 
improved
immunity to magnetic
interferences and reducing
sensor noise.

SAVER’s new digital intelligence reduces
vulnerability to any RF noise and allows
sharper sensitivity to be achieved.

■ TOP VIEW

■ SIDE VIEW

Trigger

Trigger

Before noise reduction

Sealing sponge

Terminals

Cover

LED ON/OFF

Sensitivity
LOW/MID/HI

Lens

Tamper switch

Pick-proof design

※Specifications are subject to change without prior notice.

SAVER has a dense 156 edge, 78 zone detection pattern to enhance catch performance. The Quad 
optical system incorporates differing zone sizes to provide improved target recognition and reduce 
the incidence of non intruder activations. Digital intelligence allows SAVER to be used in numerous 
applications including areas where pet tolerance is required.
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After noise reduction
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