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C5028-MC2514-MC1614-MH1214-M■Specifications
50mm25mm16mm12mmFocal Length
1:2.81:1.41:1.41:1.4Max. Aperture Ratio

F2.8～22F1.4～16F1.4～16F1.4～16Iris Range
ManualManualManualManualIris

Operation
Method ManualManualManualManualFocus

――――――――――――――――Zoom
4.128.2412.8616.49Horizontal1/4 Format

Angle of View 3.096.189.6612.40Vertical
5.5010.9717.1121.88Horizontal1/3 Format

Angle of View 4.128.2412.8616.49Vertical
7.3214.6022.7228.91Horizontal1/2 Format

Angle of View 5.5010.9717.1121.88Vertical
0.9m0.25m0.25m0.25mMin. Object Distance

21.03mm11.50mm14.61mm11.50mmBack Focal Length
17.526mm17.526mm17.526mm17.526mmFlange Back Length

φ27mm P=0.5mmφ27mm P=0.5mmφ27mm P=0.5mmφ27mm P=0.5mmFilter Screw Size
－20˚C～＋50˚C－20˚C～＋50˚C－20˚C～＋50˚C－20˚C～＋50˚CTemperature Range
φ29.5×34mmφ29.5×32mmφ29.5×33.2mmφ29.5×28.5mmDimensions

55g55g63g55gWeight
Lock ScrewLock ScrewLock ScrewLock ScrewRemarks

■H1214-M(C61232) C-MOUNT
 Unit:mm

Manual Iris For Machine Vision

■C2514-M(C32500) C-MOUNT
 Unit:mm

Manual Iris For Machine Vision
■C5028-M(C35001) C-MOUNT
 Unit:mm

■C1614-M(C31634) C-MOUNT
 Unit:mm


