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H620PEHS620PEH620PHS620P■Specifications
6.2mm6.2mm6.2mm6.2mmFocal Length
1:2.01:2.01:2.01:2.0Max. Aperture Ratio

F2.0～300F2.0～300F2.0～CloseF2.0～CloseIris Range
AutoAutoManualManualIris

Operation
Method FixedFixedFixedFixedFocus

――――――――――――――――Zoom
32.4432.4432.4432.44Horizontal1/4 Format

Angle of View 24.4624.4624.4624.46Vertical
42.8242.8242.8242.82Horizontal1/3 Format

Angle of View 32.4432.4432.4432.44Vertical
56.1256.1256.1256.12Horizontal1/2 Format

Angle of View 42.8242.8242.8242.82Vertical
0.3m0.3m0.3m0.3mMin. Object Distance

14.23mm14.23mm14.23mm14.23mmBack Focal Length
17.526mm12.5mm17.526mm12.5mmFlange Back Length
――――――――――――――――Filter Screw Size

－20˚C～＋50˚C－20˚C～＋50˚C－20˚C～＋50˚C－20˚C～＋50˚CTemperature Range
39×45.5×83.2mm39×45.5×88.2mmφ29×83.1mmφ29×88.1mmDimensions

100g105g63g67gWeight
Video & DC IrisVideo & DC IrisRemarks

■HS620P(C60613) CS-MOUNT
 Unit:mm

1 / 2 Format Manual Iris Pinhole

■HS620PE(C60627) CS-MOUNT
 Unit:mm

1 / 2 Format Auto-Iris Pinhole

■H620P(C60612) C-MOUNT
 Unit:mm

■H620PE(C60626) C-MOUNT
 Unit:mm


