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TS820NXTS412ATS320NXTS212A■Specifications
8mm4mm3.6mm2.8mmFocal Length
1:2.01:1.21:2.01:1.2Max. Aperture Ratio
F2.0F1.2～CloseF2.0F1.2～CloseIris Range
FixedManualFixedManualIris

Operation
Method FixedManualFixedManualFocus

――――――――――――――――Zoom
23.9049.1853.9071.54Horizontal1/4 Format

Angle of View 19.4037.3643.7054.12Vertical
31.4063.8972.0094.31Horizontal1/3 Format

Angle of View 23.9049.1853.9071.54Vertical
――――――――――――――――Horizontal1/2 Format

Angle of View ――――――――――――――――Vertical
1m0.2m0.5m0.3mMin. Object Distance

4.535mm8.01mm4.554mm7.67mmBack Focal Length
12.5mm12.5mm12.5mm12.5mmFlange Back Length
――――――――――――――――Filter Screw Size

－20˚C～＋50˚C－20˚C～＋50˚C－20˚C～＋50˚C－20˚C～＋50˚CTemperature Range
φ30×8mmφ36.8×33.8mmφ30×8mmφ36.8×36.3mmDimensions

18g39g20g44gWeight
For B/W CameraFor B/W CameraRemarks

■TS212A(C70214) CS-MOUNT
 Unit:mm

1 / 3 Format Manual Iris

■TS412A(C70409) CS-MOUNT
 Unit:mm

1 / 3 Format Manual Iris
■TS820NX(C91666) CS-MOUNT
 Unit:mm

■TS320NX(C91665) CS-MOUNT
 Unit:mm


