
Features:

§ Anodised aluminium push button
panel.

§ User friendly ‘Modular’ system fitted
in dedicated frames and embedding
box.

§ Anodised aluminium housings with
hood for surface mounting.

§ Audio and monochrome/colour video
applications.

§ Illuminated nameplates.

§ Numerous wiring options including:-
4+’n’ (n=call), 1+1 (2-wire), video 5
wire and traditional coax
combinations.

§ Proximity and coded access modules
also available

Distributed by:

CI/SfB

X(68.2)

KOMBI modular push button panels

Typical module data:

REF. Data wxhxd mm
825/210
825/211
825/212

Without call button with amp provision
With one call button with amp provision
With two call buttons with amp provision

125x90
125x90
125x90

825/201
825/202
825/203
825/204

With one call button
With two call buttons
With three call buttons
With four call buttons

125x90
125x90
125x90
125x90

825/21
825/22
825/23
825/24

One module embedding box
Two module embedding box
Three module embedding box
Four module embedding box

118x114x45
118x204x45
118x294x45
118x384x45

825/51
825/52
825/53
825/541

One module surface housing with  hood
Two module surface housing with hood
Three module surface housing with hood
Four module surface housing with hood

157x151x79
157x241x79
157x331x79
157x421x79

824/500 Amplifier to be fitted to modules with amp
provision

825/70 Monochrome camera module with pan &
tilt & IR light

125x90

1855/70 Colour camera module with pan & tilt 125x90
1855/50 Halogen light module 125x90
1103/1 One module proximity key reader (std

500 keys expandable to 2000)
125x90

1105/1 One module with coded keypad (eight 3
to 8 door opening codes)

125x90
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