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Compact or Super...
the Connoisseur’s choice!
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BEWATOR




Performance goes a long way...

The Bewator range of housings suits facilitate the ongoing servicing of the camera/lens.
virtually all surveillance applications. Available in 3 standard sizes, the range can
Combining tough extrusion and accommodate most common camera/lens combinations.

castings, Bewator housings are
durable and easy to install, and

@ © @ ©@ @ © @

Town and Retail & Airports Public places High Asset Crime Public
City Commercial and Mass & Buildings / Security Surveillance Control Security
Centres Buildings Transit Leisure Areas Buildings

The full spectrum.

Bewator offers a complete range of housings with cost- Housing Brackets
effective options, so there is always one that fits your
application requirements :

¢ 3 standard sizes

* Optional integral wiper with wash facility Bewator makes a complete range of brackets, suitable

for both wall and ceiling mounting, that can be used
with most of the commonly used third-party housings
and all of the Bewator camera housing range.

e Weather proofing up to IP67

¢ Internal and external versions

¢ BH1s - Wall bracket for use with HSo1 and HSo2
Suitable for loads up to 15kg

o Withstand exposure to direct sunlight L BI-!zoMkz - Wall bracket for use with HSo1 housings,

Suitable for loads up to 20kg

¢ Advanced heater/blower options for extreme temperatures

Ingress Protection Codes to BS EN
60529 (IEC 144 and IEC 529)

Solids Protection Water Protection

oo, folrmeses

1 |Protected against objects greater

I 2 | Protected against dripping water
e

Protected against objects greater

than 12mm diameter. 3 | Protected against dripping water
Protected against objects greater at an angle of 60 degrees.

than 2.5mm diameter. Protected against splashing water. e —— .

4 | Protected against objects greater Protected against water jets. Intenational Protection
. o FIRST NUMERAL 0-6, or letter X
than 1mm diameter. E Protected against heavy seas. Protection of persons by prevention orimiting
" " " ingress of parts of the human body or solid objects

Dust protected. Protected against immersion.
n SECOND NUMERAL 0-8, or letter X

Dust tight. ﬂ Protected against submersion. Resistance to ngress of water
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Tough, reliable, cost-effective housings

HSo1 Super Connoisseur™

e |deal for pan, tilt and zoom installations with larger zoom lenses
e Suitable for use with built-in RX210 series 10 function telemetry receiver

e Recommended system partners: P16 & P25 pan and tilt heads, VII+ or V3i
e Sunshield and demister fitted as standard

e Internal and external cooling fan options

e Optional mounting kit for large zoom lenses

e Usable Internal Dimensions: 400mm x 125mm X 110mm
¢ 110/230 Vac, 12/24 Volts

Ideal for
cameras with

Sunshield

and Demister
fitted as
standard

Integral telemetry integral lenses
receiver options or camera

modules

HSo2B Compact Connoisseur™ .

e Full cable management

e Bracket allows low voltage cables to be insulated from power
cables to fully comply with wiring regulations

e Unique Patented taper lock joint system (patent No GB2372290)

e Allows accurate positioning of camera without the need to hold it
in position prior to locking Y

e Locks securely with a turn on a single Allen bolt for quick installation

e "Slide and hang" cover

e Provides easy in-situ access for installation and servicing

e Optional tamper switch and vandal resistant screws

® Unique Ceiling adaptor Full Cable

e Sunshield & Demister fitted as standard Management

e Usable Internal Dimensions: 225mm x 8smm x 8omm  ® Weatherproofed to IP67

HSo3B

e A smaller size housing ideal for fixed cameras both internal and external

e Includes freely-adjustable wall bracket

e Usable Internal Dimensions: 18omm x 85mm x 8omm

e Sunshield and demister fitted as standard

e “Slide and hang” cover for easy in-situ access for installation
and servicing

e Optional tamper switch and vandal resistant screws

= e |deal for use with cameras having integral lenses or
camera modules Weatherproofed
e Weatherproofed to IP67 to IP67




Housings selection guide

HS03B
External

HS03B/L
External

HS01 HS01/L
External External

HS02B
External

HS02B/L
External
Internal Usable dimension

Bracket included

Fully cable managedbracket | . __ . __ ||

Optional fixed bracket BH20mk2 or BH20mk2 or SUPPLIED SUPPLIED SUPPLIED SUPPLIED
P&T P&T

Toughened Glass I S T T T T T
Sunshield . o o o hd hd

Power supply

110-230Vac
12-24Vac

__ 3ok 3. 54kg 2.54kg 254

IP Ratlng IP66 |P6!

Fan kit opt|on (external)

Wiper option L T

Warranty 1 year 1 year 1 year 1 year 1 year 1 year

Accessories

BHCo2 Ceiling mount bracket for HSo2B

HSo2-FKIT Internal fan kit for HSo2B and HSo03B, 230Vac

PSU12D 12Vdc 500mA PSU (fits inside HSo2B and HSo3B), 230Vac input
PSU12D/U As above but 110Vac input

HSo2-TKIT Anti-tamper kit - tamper switch and secure fasteners

TOOL-PINEHEXSKT-6MM Tool for 6mm A/F socket pin head secure fasteners
TOOL-PINTORX-4 Tool for 4gmm Torx pin head secur fasteners

Wlo1 Wiper retro-fit for HSo1-40

Wio1/L As above but 24Vac

Wlo1AB Spare wiper arm and blade for HSo1

HSo01-CON Connector PCB for HSo1 to ease fully-functional camera assembly wiring

HSo1-FKIT Internal fan kit for HSo1, 230Vac

HSo1-FKIT/L As above but 24Vac

HSo1-TKIT Anti-tamper kit- switch and secure fasteners

HSo1-EFKIT External Fan kit comprising replacement sunshield c¢/w external fan cooling and replacement

connector PCB incorporating an internal fan, 230Vac

HSo1-EFKIT/L  As above but 24Vac

LENS-KIT Mounting kit for large zoom lenses
Washers

WAo5 5L reservoir, 230Vac

WAo5/L As above but 24Vac

Swivel brackets
BH1s 15 kg rated, 28omm long -
BH20MK2 20kg rated, 410mm long -

Suitable for HSo1 (check length) 4" pcd mounting
Suitable for HSo1

Column spacers

BCSo6 6" (150mm) column spacer, standard 4" pcd
BCSo9 As above but 9" (225mm)
BCS12 As above but 12" (300mm)

Swivel mount adaptors

BS100 100kg rated (standard 4" pcd)
BS40 4okg rated (standard 4" pcd)
Bewator Ltd, Albany Street, Newport, South Wales, UK. NP2o 5XW
Tel: 01633 821000, Fax 01633 850893
www.bewator.co.uk ¢ E-mail: sales@bewator.co.uk
=BSIA  Ce
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